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ILFX50-24V-5W-120-H: STATIC COLOUR

CcCT LED Output Input Voltage ~ Watts/M Chips/M (I?:r:grt]r?
ILFX50-24-5W-120-H-822 2200K 109 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-827 2700K 15 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-830 3000K 120 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-835 3500K 125 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-840 4000K 116 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-845 4500K 17 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-850 5000K 125 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-865 6500K 120 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Amber Amber 37 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Blue Blue M im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Green Green 108 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Orange Orange 30 Im/m 24v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Pink Pink 50 Im/m 24 v 5w 72 16.67mm 15m 120°
ILFX50-24-5W-120-H-Red Red 37Im/m 24 v 5w 72 16.67mm 15m 120°
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ILLURE

FLEX 50 RANGE: H2O FLEX LED

ILFX50-24V-13W-120-H: STATIC COLOUR

Cutting Max

Code CCT LED Output Input Voltage ~ Watts/M Chips/M Chgt  lengi Beam
ILFX50-24-15W-120-H-822 2200K 690 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-827 2700K 700 Im/m 24v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-830 3000K 844 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-835 3500K 730 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-840 4000K 735 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-845 4500K 740 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-850 5000K 745 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-865 6500K 750 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-Blue Blue 75 Im/m 24 v 15 w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-Yellow Yellow 480 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24-15W-120-H-Pink Pink 300 Im/m 24 v 15w 84 83.3mm 10m 120°
ILFX50-24V-15W-120-H-TW: TUNABLE WHITE
Code ccT LED Output  Input Voltage ~ Watts/M Chips/M (Ljutting Max Beam
ength Length
ILFX50-24-15W-120-H-TW-822 2200K+5700k  145+296 Im/m 24 v 12w 120 100mm 10m 120°
ILFX50-24-15W-120-H-TW-827 2700K+5700k  130+253 Im/m 24 v 12w 120 100mm 10m 120°
ILFX50-24-15W-120-H-TW-830 3000K+5700k  142+296 Im/m 24 v 12w 120 100mm 10m 120°
ILFX50-24V-13W-120-H-RGB: RGBW
Code cCcT LED Output  Input Voltage ~ Watts/M Chips/M (I:‘,utting Max Beam
ength Length
ILFX50-24-17W-120-H-RGBW-Red Red 25 Im/m 24 v 17w 60 100mm 8m 120°
ILFX50-24-17W-120-H-RGBW-Green Green 80 Im/m 24v 17w 60 100mm 8m 120°
ILFX50-24-17W-120-H-RGBW-Blue Blue 14 1m/m 24 v 17w 60 100mm 8m 120°

More options available upon request. Please contact us for further information.
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