
PRO 
Downlights



Version Adjustable

Trim Finish White, Black

Reflector Matt Silver, White, Black

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 18°, 24°, 35°, 50°

LED Power 4W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

ILLURE

ILD-PRO45A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

45

ILD-PRO45A-4W 350-380 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO45A-4W-930-18 500lm 350lm 12V 350mA 4W 90 3000K 18°

ILD-PRO45A-4W-940-18 550lm 380lm 12V 350mA 4W 90 4000K 18°

ILD-PRO45A-4W-930-24 500lm 350lm 12V 350mA 4W 90 3000K 24°

ILD-PRO45A-4W-940-24 550lm 380lm 12V 350mA 4W 90 4000K 24°

ILD-PRO45A-4W-930-35 500lm 350lm 12V 350mA 4W 90 3000K 35°

ILD-PRO45A-4W-940-35 550lm 380lm 12V 350mA 4W 90 4000K 35°

ILD-PRO45A-4W-930-50 500lm 350lm 12V 350mA 4W 90 3000K 50°

ILD-PRO45A-4W-940-50 550lm 380lm 12V 350mA 4W 90 4000K 50°

Ø55

6
0



Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 24°, 40°, 55°

LED Power 7.5W, 11W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO68A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

68

ILD-PRO68A-7.5W 500-650 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO68A-7.5W-930-24 850lm 600lm 31V 250mA 7.5W 90 3000K 24°

ILD-PRO68A-7.5W-940-24 900lm 650lm 31V 250mA 7.5W 90 4000K 24°

ILD-PRO68A-7.5W-930-40 850lm 600lm 31V 250mA 7.5W 90 3000K 40°

ILD-PRO68A-7.5W-940-40 900lm 650lm 31V 250mA 7.5W 90 4000K 40°

ILD-PRO68A-7.5W-930-55 850lm 500lm 31V 250mA 7.5W 90 3000K 55°

ILD-PRO68A-7.5W-940-55 900lm 550lm 31V 250mA 7.5W 90 4000K 55°

ILD-PRO68A-11W 650-850 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO68A-11W-930-24 1100lm 800lm 31V 350mA 11W 90 3000K 24°

ILD-PRO68A-11W-940-24 1200lm 850lm 31V 350mA 11W 90 4000K 24°

ILD-PRO68A-11W-930-40 1100lm 800lm 31V 350mA 11W 90 3000K 40°

ILD-PRO68A-11W-940-40 1200lm 850lm 31V 350mA 11W 90 4000K 40°

ILD-PRO68A-11W-930-55 1100lm 650lm 31V 350mA 11W 90 3000K 55°

ILD-PRO68A-11W-940-55 1200lm 700lm 31V 350mA 11W 90 4000K 55°

Ø78

9
8

Ø110
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8



Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 40°, 50°

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO100A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

100

ILD-PRO100A-13W 850-900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO100A-13W-930-20 1300lm 850lm 36V 350mA 13W 90 3000K 20°

ILD-PRO100A-13W-940-20 1400lm 900lm 36V 350mA 13W 90 4000K 20°

ILD-PRO100A-13W-930-40 1300lm 850lm 36V 350mA 13W 90 3000K 40°

ILD-PRO100A-13W-940-40 1400lm 900lm 36V 350mA 13W 90 4000K 40°

ILD-PRO100A-13W-930-50 1300lm 850lm 36V 350mA 13W 90 3000K 50°

ILD-PRO100A-13W-940-50 1400lm 900lm 36V 350mA 13W 90 4000K 50°

ILD-PRO100A-18W 1100-1200 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO100A-18W-930-20 1700lm 1100lm 36V 500mA 18W 90 3000K 20°

ILD-PRO100A-18W-940-20 1800lm 1200lm 36V 500mA 18W 90 4000K 20°

ILD-PRO100A-18W-930-40 1700lm 1100lm 36V 500mA 18W 90 3000K 40°

ILD-PRO100A-18W-940-40 1800lm 1200lm 36V 500mA 18W 90 4000K 40°

ILD-PRO100A-18W-930-50 1700lm 1100lm 36V 500mA 18W 90 3000K 50°

ILD-PRO100A-18W-940-50 1800lm 1200lm 36V 500mA 18W 90 4000K 50°

Ø110 Ø148

12
8
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8



Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 40°, 50°

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO125A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

125

ILD-PRO125A-18W 1300-1400 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO125A-18W-930-20 2000lm 1300lm 36V 500mA 18W 90 3000K 20°

ILD-PRO125A-18W-940-20 2100lm 1400lm 36V 500mA 18W 90 4000K 20°

ILD-PRO125A-18W-930-40 2000lm 1300lm 36V 500mA 18W 90 3000K 40°

ILD-PRO125A-18W-940-40 2100lm 1400lm 36V 500mA 18W 90 4000K 40°

ILD-PRO125A-18W-930-50 2000lm 1300lm 36V 500mA 18W 90 3000K 50°

ILD-PRO125A-18W-940-50 2100lm 1400lm 36V 500mA 18W 90 4000K 50°

ILD-PRO125A-25W 1700-1800 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO125A-25W-930-20 2600lm 1700lm 36V 700mA 25W 90 3000K 20°

ILD-PRO125A-25W-940-20 2700lm 1800lm 36V 700mA 25W 90 4000K 20°

ILD-PRO125A-25W-930-40 2600lm 1700lm 36V 700mA 25W 90 3000K 40°

ILD-PRO125A-25W-940-40 2700lm 1800lm 36V 700mA 25W 90 4000K 40°

ILD-PRO125A-25W-930-50 2600lm 1700lm 36V 700mA 25W 90 3000K 50°

ILD-PRO125A-25W-940-50 2700lm 1800lm 36V 700mA 25W 90 4000K 50°

Ø137 Ø173
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Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 35°, 50°

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO150A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

150

ILD-PRO150A-25W 1800-1900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO150A-25W-930-20 2700lm 1800lm 36V 700mA 25W 90 3000K 20°

ILD-PRO150A-25W-940-20 2800lm 1900lm 36V 700mA 25W 90 4000K 20°

ILD-PRO150A-25W-930-35 2700lm 1800lm 36V 700mA 25W 90 3000K 35°

ILD-PRO150A-25W-940-35 2800lm 1900lm 36V 700mA 25W 90 4000K 35°

ILD-PRO150A-25W-930-50 2700lm 1800lm 36V 700mA 25W 90 3000K 50°

ILD-PRO150A-25W-940-50 2800lm 1900lm 36V 700mA 25W 90 4000K 50°

ILD-PRO150A-38W 2500-2700 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO150A-38W-930-20 3700lm 2500lm 36V 1050mA 38W 90 3000K 20°

ILD-PRO150A-38W-940-20 3900lm 2700lm 36V 1050mA 38W 90 4000K 20°

ILD-PRO150A-38W-930-35 3700lm 2500lm 36V 1050mA 38W 90 3000K 35°

ILD-PRO150A-38W-940-35 3900lm 2700lm 36V 1050mA 38W 90 4000K 35°

ILD-PRO150A-38W-930-50 3700lm 2500lm 36V 1050mA 38W 90 3000K 50°

ILD-PRO150A-38W-940-50 3900lm 2700lm 36V 1050mA 38W 90 4000K 50°

Ø162 Ø198
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Version Adjustable

Trim Finish White, Black

Reflector Matt Silver, White, Black

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 18° , 24°, 35°, 50°

LED Power 4W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO45A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

45x45

ILDSQ-PRO45A-4W 350-380 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO45A-4W-930-18 500lm 350lm 12V 350mA 4W 90 3000K 18°

ILDSQ-PRO45A-4W-940-18 550lm 380lm 12V 350mA 4W 90 4000K 18°

ILDSQ-PRO45A-4W-930-24 500lm 350lm 12V 350mA 4W 90 3000K 24°

ILDSQ-PRO45A-4W-940-24 550lm 380lm 12V 350mA 4W 90 4000K 24°

ILDSQ-PRO45A-4W-930-35 500lm 350lm 12V 350mA 4W 90 3000K 35°

ILDSQ-PRO45A-4W-940-35 550lm 380lm 12V 350mA 4W 90 4000K 35°

ILDSQ-PRO45A-4W-930-50 500lm 350lm 12V 350mA 4W 90 3000K 50°

ILDSQ-PRO45A-4W-940-50 550lm 380lm 12V 350mA 4W 90 4000K 50°

55 x 55
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Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 24°, 40°, 55°

LED Power 7.5W, 11W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO68A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO68A-7.5W 500-650 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO68A-7.5W-930-24 850lm 600lm 31V 250mA 7.5W 90 3000K 24°

ILDSQ-PRO68A-7.5W-940-24 900lm 650lm 31V 250mA 7.5W 90 4000K 24°

ILDSQ-PRO68A-7.5W-930-40 850lm 600lm 31V 250mA 7.5W 90 3000K 40°

ILDSQ-PRO68A-7.5W-940-40 900lm 650lm 31V 250mA 7.5W 90 4000K 40°

ILDSQ-PRO68A-7.5W-930-55 850lm 500lm 31V 250mA 7.5W 90 3000K 55°

ILDSQ-PRO68A-7.5W-940-55 900lm 550lm 31V 250mA 7.5W 90 4000K 55°

ILDSQ-PRO68A-11W 650-850 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO68A-11W-930-24 1100lm 800lm 31V 350mA 11W 90 3000K 24°

ILDSQ-PRO68A-11W-940-24 1200lm 850lm 31V 350mA 11W 90 4000K 24°

ILDSQ-PRO68A-11W-930-40 1100lm 800lm 31V 350mA 11W 90 3000K 40°

ILDSQ-PRO68A-11W-940-40 1200lm 850lm 31V 350mA 11W 90 4000K 40°

ILDSQ-PRO68A-11W-930-55 1100lm 650lm 31V 350mA 11W 90 3000K 55°

ILDSQ-PRO68A-11W-940-55 1200lm 700lm 31V 350mA 11W 90 4000K 55°

78 x 78 100 x 100
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Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 40°, 50°

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO100A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO100A-13W 850-900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO100A-13W-930-20 1300lm 850lm 36V 350mA 13W 90 3000K 20°

ILDSQ-PRO100A-13W-940-20 1400lm 900lm 36V 350mA 13W 90 4000K 20°

ILDSQ-PRO100A-13W-930-40 1300lm 850lm 36V 350mA 13W 90 3000K 40°

ILDSQ-PRO100A-13W-940-40 1400lm 900lm 36V 350mA 13W 90 4000K 40°

ILDSQ-PRO100A-13W-930-50 1300lm 850lm 36V 350mA 13W 90 3000K 50°

ILDSQ-PRO100A-13W-940-50 1400lm 900lm 36V 350mA 13W 90 4000K 50°

ILDSQ-PRO100A-18W 1100-1200 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO100A-18W-930-20 1700lm 1100lm 36V 500mA 18W 90 3000K 20°

ILDSQ-PRO100A-18W-940-20 1800lm 1200lm 36V 500mA 18W 90 4000K 20°

ILDSQ-PRO100A-18W-930-40 1700lm 1100lm 36V 500mA 18W 90 3000K 40°

ILDSQ-PRO100A-18W-940-40 1800lm 1200lm 36V 500mA 18W 90 4000K 40°

ILDSQ-PRO100A-18W-930-50 1700lm 1100lm 36V 500mA 18W 90 3000K 50°

ILDSQ-PRO100A-18W-940-50 1800lm 1200lm 36V 500mA 18W 90 4000K 50°

107 x 107 140 x 140

12
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104X10496X96



Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 40°, 50°

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO125A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO125A-18W 1300-1400 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO125A-18W-930-20 2000lm 1300lm 36V 500mA 18W 90 3000K 20°

ILDSQ-PRO125A-18W-940-20 2100lm 1400lm 36V 500mA 18W 90 4000K 20°

ILDSQ-PRO125A-18W-930-40 2000lm 1300lm 36V 500mA 18W 90 3000K 40°

ILDSQ-PRO125A-18W-940-40 2100lm 1400lm 36V 500mA 18W 90 4000K 40°

ILDSQ-PRO125A-18W-930-50 2000lm 1300lm 36V 500mA 18W 90 3000K 50°

ILDSQ-PRO125A-18W-940-50 2100lm 1400lm 36V 500mA 18W 90 4000K 50°

ILDSQ-PRO125A-25W 1700-1800 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO125A-25W-930-20 2600lm 1700lm 36V 700mA 25W 90 3000K 20°

ILDSQ-PRO125A-25W-940-20 2700lm 1800lm 36V 700mA 25W 90 4000K 20°

ILDSQ-PRO125A-25W-930-40 2600lm 1700lm 36V 700mA 25W 90 3000K 40°

ILDSQ-PRO125A-25W-940-40 2700lm 1800lm 36V 700mA 25W 90 4000K 40°

ILDSQ-PRO125A-25W-930-50 2600lm 1700lm 36V 700mA 25W 90 3000K 50°

ILDSQ-PRO125A-25W-940-50 2700lm 1800lm 36V 700mA 25W 90 4000K 50°

134 x 134 167 x 167
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Version Adjustable - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 20°, 35°, 50°

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO150A RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO150A-25W 1800-1900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO150A-25W-930-20 2700lm 1800lm 36V 700mA 25W 90 3000K 20°

ILDSQ-PRO150A-25W-940-20 2800lm 1900lm 36V 700mA 25W 90 4000K 20°

ILDSQ-PRO150A-25W-930-35 2700lm 1800lm 36V 700mA 25W 90 3000K 35°

ILDSQ-PRO150A-25W-940-35 2800lm 1900lm 36V 700mA 25W 90 4000K 35°

ILDSQ-PRO150A-25W-930-50 2700lm 1800lm 36V 700mA 25W 90 3000K 50°

ILDSQ-PRO150A-25W-940-50 2800lm 1900lm 36V 700mA 25W 90 4000K 50°

ILDSQ-PRO150A-38W 2500-2700 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO150A-38W-930-20 3700lm 2500lm 36V 1050mA 38W 90 3000K 20°

ILDSQ-PRO150A-38W-940-20 3900lm 2700lm 36V 1050mA 38W 90 4000K 20°

ILDSQ-PRO150A-38W-930-35 3700lm 2500lm 36V 1050mA 38W 90 3000K 35°

ILDSQ-PRO150A-38W-940-35 3900lm 2700lm 36V 1050mA 38W 90 4000K 35°

ILDSQ-PRO150A-38W-930-50 3700lm 2500lm 36V 1050mA 38W 90 3000K 50°

ILDSQ-PRO150A-38W-940-50 3900lm 2700lm 36V 1050mA 38W 90 4000K 50°

159 x 159 192 x 192

19
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Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 35°, 50°

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO100F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

100 108

ILD-PRO100F-13W 900-950 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO100F-13W-930-28 1300lm 900lm 36V 350mA 13W 90 3000K 28°

ILD-PRO100F-13W-940-28 1400lm 950lm 36V 350mA 13W 90 4000K 28°

ILD-PRO100F-13W-930-35 1300lm 900lm 36V 350mA 13W 90 3000K 35°

ILD-PRO100F-13W-940-35 1400lm 950lm 36V 350mA 13W 90 4000K 35°

ILD-PRO100F-13W-930-50 1300lm 900lm 36V 350mA 13W 90 3000K 50°

ILD-PRO100F-13W-940-50 1400lm 950lm 36V 350mA 13W 90 4000K 50°

ILD-PRO100F-18W 1200-1300 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO100F-18W-930-28 1700lm 1200lm 36V 500mA 18W 90 3000K 28°

ILD-PRO100F-18W-940-28 1800lm 1300lm 36V 500mA 18W 90 4000K 28°

ILD-PRO100F-18W-930-35 1700lm 1200lm 36V 500mA 18W 90 3000K 35°

ILD-PRO100F-18W-940-35 1800lm 1300lm 36V 500mA 18W 90 4000K 35°

ILD-PRO100F-18W-930-50 1700lm 1200lm 36V 500mA 18W 90 3000K 50°

ILD-PRO100F-18W-940-50 1800lm 1300lm 36V 500mA 18W 90 4000K 50°

Ø110 Ø148

12
8

12
8



Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 40°, 50°

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO125F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILD-PRO125F-18W 1400-1500 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO125F-18W-930-28 2000lm 1400lm 36V 500mA 18W 90 3000K 28°

ILD-PRO125F-18W-940-28 2100lm 1500lm 36V 500mA 18W 90 4000K 28°

ILD-PRO125F-18W-930-40 2000lm 1400lm 36V 500mA 18W 90 3000K 40°

ILD-PRO125F-18W-940-40 2100lm 1500lm 36V 500mA 18W 90 4000K 40°

ILD-PRO125F-18W-930-50 2000lm 1400lm 36V 500mA 18W 90 3000K 50°

ILD-PRO125F-18W-940-50 2100lm 1500lm 36V 500mA 18W 90 4000K 50°

ILD-PRO125F-25W 1800-1900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO125F-25W-930-28 2600lm 1800lm 36V 700mA 25W 90 3000K 28°

ILD-PRO125F-25W-940-28 2700lm 1900lm 36V 700mA 25W 90 4000K 28°

ILD-PRO125F-25W-930-40 2600lm 1800lm 36V 700mA 25W 90 3000K 40°

ILD-PRO125F-25W-940-40 2700lm 1900lm 36V 700mA 25W 90 4000K 40°

ILD-PRO125F-25W-930-50 2600lm 1800lm 36V 700mA 25W 90 3000K 50°

ILD-PRO125F-25W-940-50 2700lm 1900lm 36V 700mA 25W 90 4000K 50°

Ø137 Ø173

15
9

15
9

125 132



Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 32°, 50°

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO150F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILD-PRO150F-25W 1900-2000 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO150F-25W-930-28 2700lm 1900lm 36V 700mA 25W 90 3000K 28°

ILD-PRO150F-25W-940-28 2800lm 2000lm 36V 700mA 25W 90 4000K 28°

ILD-PRO150F-25W-930-32 2700lm 1900lm 36V 700mA 25W 90 3000K 32°

ILD-PRO150F-25W-940-32 2800lm 2000lm 36V 700mA 25W 90 4000K 32°

ILD-PRO150F-25W-930-50 2700lm 1900lm 36V 700mA 25W 90 3000K 50°

ILD-PRO150F-25W-940-50 2800lm 2000lm 36V 700mA 25W 90 4000K 50°

ILD-PRO150F-38W 2700-2900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILD-PRO150F-38W-930-28 3700lm 2700lm 36V 1050mA 38W 90 3000K 28°

ILD-PRO150F-38W-940-28 3900lm 2900lm 36V 1050mA 38W 90 4000K 28°

ILD-PRO150F-38W-930-32 3700lm 2700lm 36V 1050mA 38W 90 3000K 32°

ILD-PRO150F-38W-940-32 3900lm 2900lm 36V 1050mA 38W 90 4000K 32°

ILD-PRO150F-38W-930-50 3700lm 2700lm 36V 1050mA 38W 90 3000K 50°

ILD-PRO150F-38W-940-50 3900lm 2900lm 36V 1050mA 38W 90 4000K 50°

Ø162 Ø198

19
0

19
0

150 158



Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 35°, 50°

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO100F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO100F-13W 900-950 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO100F-13W-930-28 1300lm 900lm 36V 350mA 13W 90 3000K 28°

ILDSQ-PRO100F-13W-940-28 1400lm 950lm 36V 350mA 13W 90 4000K 28°

ILDSQ-PRO100F-13W-930-35 1300lm 900lm 36V 350mA 13W 90 3000K 35°

ILDSQ-PRO100F-13W-940-35 1400lm 950lm 36V 350mA 13W 90 4000K 35°

ILDSQ-PRO100F-13W-930-50 1300lm 900lm 36V 350mA 13W 90 3000K 50°

ILDSQ-PRO100F-13W-940-50 1400lm 950lm 36V 350mA 13W 90 4000K 50°

ILDSQ-PRO100F-18W 1200-1300 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO100F-18W-930-28 1700lm 1200lm 36V 500mA 18W 90 3000K 28°

ILDSQ-PRO100F-18W-940-28 1800lm 1300lm 36V 500mA 18W 90 4000K 28°

ILDSQ-PRO100F-18W-930-35 1700lm 1200lm 36V 500mA 18W 90 3000K 35°

ILDSQ-PRO100F-18W-940-35 1800lm 1300lm 36V 500mA 18W 90 4000K 35°

ILDSQ-PRO100F-18W-930-50 1700lm 1200lm 36V 500mA 18W 90 3000K 50°

ILDSQ-PRO100F-18W-940-50 1800lm 1300lm 36V 500mA 18W 90 4000K 50°

107 x 107 140 x 140

12
9

12
9

96x96 104x104



Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 40°, 50°

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO125F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO125F-18W 1400-1500 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO125F-18W-930-28 2000lm 1400lm 36V 500mA 18W 90 3000K 28°

ILDSQ-PRO125F-18W-940-28 2100lm 1500lm 36V 500mA 18W 90 4000K 28°

ILDSQ-PRO125F-18W-930-40 2000lm 1400lm 36V 500mA 18W 90 3000K 40°

ILDSQ-PRO125F-18W-940-40 2100lm 1500lm 36V 500mA 18W 90 4000K 40°

ILDSQ-PRO125F-18W-930-50 2000lm 1400lm 36V 500mA 18W 90 3000K 50°

ILDSQ-PRO125F-18W-940-50 2100lm 1500lm 36V 500mA 18W 90 4000K 50°

ILDSQ-PRO125F-25W 1800-1900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO125F-25W-930-28 2600lm 1800lm 36V 700mA 25W 90 3000K 28°

ILDSQ-PRO125F-25W-940-28 2700lm 1900lm 36V 700mA 25W 90 4000K 28°

ILDSQ-PRO125F-25W-930-40 2600lm 1800lm 36V 700mA 25W 90 3000K 40°

ILDSQ-PRO125F-25W-940-40 2700lm 1900lm 36V 700mA 25W 90 4000K 40°

ILDSQ-PRO125F-25W-930-50 2600lm 1800lm 36V 700mA 25W 90 3000K 50°

ILDSQ-PRO125F-25W-940-50 2700lm 1900lm 36V 700mA 25W 90 4000K 50°

134 x 134 167 x 167

16
0

16
0

122x122 130x130



Version Fixed - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

Beam Angle 28°, 32°, 50°

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO150F RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO150F-25W 1900-2000 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO150F-25W-930-28 2700lm 1900lm 36V 700mA 25W 90 3000K 28°

ILDSQ-PRO150F-25W-940-28 2800lm 2000lm 36V 700mA 25W 90 4000K 28°

ILDSQ-PRO150F-25W-930-32 2700lm 1900lm 36V 700mA 25W 90 3000K 32°

ILDSQ-PRO150F-25W-940-32 2800lm 2000lm 36V 700mA 25W 90 4000K 32°

ILDSQ-PRO150F-25W-930-50 2700lm 1900lm 36V 700mA 25W 90 3000K 50°

ILDSQ-PRO150F-25W-940-50 2800lm 2000lm 36V 700mA 25W 90 4000K 50°

ILDSQ-PRO150F-38W 2700-2900 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT BEAM

ILDSQ-PRO150F-38W-930-28 3700lm 2700lm 36V 1050mA 38W 90 3000K 28°

ILDSQ-PRO150F-38W-940-28 3900lm 2900lm 36V 1050mA 38W 90 4000K 28°

ILDSQ-PRO150F-38W-930-32 3700lm 2700lm 36V 1050mA 38W 90 3000K 32°

ILDSQ-PRO150F-38W-940-32 3900lm 2900lm 36V 1050mA 38W 90 4000K 32°

ILDSQ-PRO150F-38W-930-50 3700lm 2700lm 36V 1050mA 38W 90 3000K 50°

ILDSQ-PRO150F-38W-940-50 3900lm 2900lm 36V 1050mA 38W 90 4000K 50°

159 x 159 192 x 192

19
1

19
1

147x147 154x154



Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO100WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

100 108

ILD-PRO100WW-13W 480-520 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO100WW-13W-930 1300lm 480lm 36V 350mA 13W 90 3000K

ILD-PRO100WW-13W-940 1400lm 520lm 36V 350mA 13W 90 4000K

ILD-PRO100WW-18W 650-700 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO100WW-18W-930 1700lm 650lm 36V 500mA 18W 90 3000K

ILD-PRO100WW-18W-940 1800lm 700lm 36V 500mA 18W 90 4000K

Ø110 Ø148

12
8

12
8



Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO125WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILD-PRO125WW-18W 750-800 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO125WW-18W-930 2000lm 750lm 36V 500mA 18W 90 3000K

ILD-PRO125WW-18W-940 2100lm 800lm 36V 500mA 18W 90 4000K

ILD-PRO125WW-25W 1000-1100 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO125WW-25W-930 2600lm 1000lm 36V 700mA 25W 90 3000K

ILD-PRO125WW-25W-940 2700lm 1100lm 36V 700mA 25W 90 4000K

125 132

Ø137 Ø173

15
9

15
9



Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILD-PRO150WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILD-PRO150WW-25W 1000-1100 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO150WW-25W-930-20 2700lm 1000lm 36V 700mA 25W 90 3000K

ILD-PRO150WW-25W-940-20 2800lm 1100lm 36V 700mA 25W 90 4000K

ILD-PRO150WW-38W 1400-1500 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILD-PRO150WW-38W-930-20 3700lm 1400lm 36V 1050mA 38W 90 3000K

ILD-PRO150WW-38W-940-20 3900lm 1500lm 36V 1050mA 38W 90 4000K

150 158

Ø162 Ø198

19
0

19
0



ILDSQ-PRO100WW-18W 650-700 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO100WW-18W-930 1700lm 650lm 36V 500mA 18W 90 3000K

ILDSQ-PRO100WW-18W-940 1800lm 700lm 36V 500mA 18W 90 4000K

Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 13W, 18W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO100WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO100WW-13W 480-520 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO100WW-13W-930 1300lm 480lm 36V 350mA 13W 90 3000K

ILDSQ-PRO100WW-13W-940 1400lm 520lm 36V 350mA 13W 90 4000K

96x96 104x104

107 x 107 140 x 140

12
9

12
9



ILDSQ-PRO125WW-25W 880-950 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO125WW-25W-930 2600lm 880lm 36V 700mA 25W 90 3000K

ILDSQ-PRO125WW-25W-940 2700lm 950lm 36V 700mA 25W 90 4000K

134 x 134 167 x 167

16
0

16
0

Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 18W, 25W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO125WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO125WW-18W 680-750 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO125WW-18W-930 2000lm 680lm 36V 500mA 18W 90 3000K

ILDSQ-PRO125WW-18W-940 2100lm 750lm 36V 500mA 18W 90 4000K

122x122 130x130



Version Wall Washer - Trim, Trimless

Trim Finish White, Black

Reflector Matt Silver, White, Black, Specular

Colour Temperature 3000K, 4000K (others on request)

LED Power 25W, 38W

LED CRI >90, L80 B10/50,000hr, <3SDCM

Controls Non-Dim, Phase Dim, 1-10V, DALI

COI Compliant (4000K only)

IP Rating IP20

Warranty 5 Years

SPECIFICATIONS OVERVIEW:

SPECIFICATIONS CODES:

ILLURE

ILDSQ-PRO150WW RANGE: PRO DOWNLIGHTS

www.illurelighting.com.au

SPECIFICATIONS CODES:

ILDSQ-PRO150WW-25W 900-950 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO150WW-25W-930 2700lm 900lm 36V 700mA 25W 90 3000K

ILDSQ-PRO150WW-25W-940 2800lm 950lm 36V 700mA 25W 90 4000K

ILDSQ-PRO150WW-38W 1300-1400 lm nominal

CODE LED Output Module Output LED Voltage LED Current LED Power CRI CCT

ILDSQ-PRO150WW-38W-930 3700lm 1300lm 36V 1050mA 38W 90 3000K

ILDSQ-PRO150WW-38W-940 3900lm 1400lm 36V 1050mA 38W 90 4000K

159 x 159 192 x 192

19
0

19
0

147x147 154x154




